
STANDARD FINISHSTANDARD FINISH

HAWAIIAN BLUE

SAHARA TAN

CHARCOAL GREY

RUSTIC RED

CRIMSON RED

COLONY GREEN

FERN GREEN

COCOA BROWN

BURNISHED SLATE

PREMIUM FINISH

ASPEN WHITE

KONIG BLUE

HEMLOCK GREEN

CLASSIC GREEN

TERRA COTTA

TILE RED

DARK BRONZE

STANDARD OR PRIMIUM FINISH
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Any color may be available in either a Standard or Premium finish, and in any 
gauge, by special order only. Special order finishes or gauges may affect the 
price and delivery lead time.

PLEASE NOTE:

Actual colors may vary slightly from the samples shown, and these colors may 
not match colors from other companies despite the color names being  
identical.

Film thickness on painted materials is 1.0 mils nominal (± 0.2 mils) on the finish 
color, 0.5 mils nominal (± 0.1 mils) on the reverse side, and all thicknesses 
include primer.

All painted materials has an off white, polyester wash coat on the reverse side.

Standard Finish denotes one of the following possible coating finishes
used: polyester or WeatherX siliconized polyester coatings by Valspar.

Premium Finishes denotes Fluropon coating as manufactured by Valspar 
containing Kynar 500 from Arkema or Hylar 5000 from Solvay Solexis.

For exact color match, please request actual color chip.
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Color Selection Chart
20 - Year Limited Warranty Colors

DORADO BROWN


